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Model: SW3012

* Polypropylene cone
* Rubber Surround
* Single 4 Ohm heat resistant voice coil
* Rear Vented pole piece
« Large strontium ferrite magnet
For small sealed or small vented design

Maximum power handling ...............cccccevvieeenns 700 W
ContinUOUS POWEN ... 350 W
SPL .o 86.2 dB
Frequency response ...............cccccc..... 28 Hz ~ 2000 Hz
Woofer cone material ... Metallised injection polypropylene
Woofermagnet ..........cccooeeeeeieeeiiiiiiiiieeiiee Ferrite
Woofer BaSKet ..........ouweeeeeeeeeieeeeeeeeeeaeee Steel
Woofer Surround ..............ccooo Rubber
SEALED ENCLOSURE - SOUND QUALITY
Net Internal Air Volume:  2549Liter .
F3 Frequency: 4541 Hz Thiele Small Parameters
Total System Q: 0.87
Outside dia 312mm
Mounting hole 296 mm
Mounting depth 163.5mm
Sensitivity 86.103 dB
Max. peak music 700 W
VENTED ENCLOSURE - STREET .
Net Internal Air Volume:  4248Liter Continuous power 350 W
Vent Dimension: 7.62cmx20cm Nominal impedance 4 ohm
F3 Frequency: 34.13Hz
areney Re DC imp ( 10%) 3.66 ohm
Le 1.845 mH
V.C. Diameter 50.8 mm
Air gap 6.2mm
Sd 0.05391 Sq.m.
Vas 67.924 L
DUAL DRIVER VENTED ENCLOSURE - Fs 29.891 Hz
2XSW3012 - STREET
Net Internal Air Volume:  70.79Liter Qts 0.620
Vent Dimension: 10.16cmx19.05cm Qes 0.685
F3 Frequency: 36.51 Hz ;
A : Mms 172.273 gr
: Mmd 167.877¢g
Bl 13.15 N/A
Xmax 12mm
Magnet weight 65.8 OZ




