


Clarion’s Phase 1 speaker series is synonymous with high performance. As before, they use MIPP (Mica Injection Polypropylene) cones, with a molecular structure that radiates from the inside outward, 
to attain the lightness and rigidity necessary to create speakers with superior response even to the fast transients of digital sources. Our tweeters use a balanced dome PEI (Poly Ether Imide) design for 
superior high frequency sound reproduction and off-axis response when mounted in the factory door speaker location. Powerful Neodymium magnets are used for increased imaging accuracy.
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SRR6946 Multiaxial 4-way 150 × 230 mm ● ● ● 350 50 55 0.54 35.3 28~35,000 92

SRR1646 Multiaxial 4-way 160 mm ● ● ● 280 45 75 0.59 9.5 30~35,000 91

SRR2036 Multiaxial 3-way 200 mm ● ● ● 350 50 55 0.58 25.6 25~32,000 92

SRR6916 Multiaxial 3-way 150 × 230 mm ● ● ● 250 40 60 0.74 30.0 28~32,000 92

SRR1736 Multiaxial 3-way 165 mm ● ● 230 40 75 0.77 10.7 28~32,000 91

SRR1726 Coaxial 2-way 165 mm ● 200 40 75 0.77 10.7 28~30,000 91

SRR1636 Multiaxial 3-way 160 mm ● ● ● 230 40 75 0.59 9.5 30~32,000 91

SRR1336 Multiaxial 3-way 130 mm ● ● ● 170 30 85 0.60 4.3 40~32,000 91

SRR1616 Coaxial 2-way 160 mm ● ● 180 25 75 0.48 11.8 30~30,000 91

SRR1326 Coaxial 2-way 130 mm ● ● 140 30 85 0.60 4.3 40~30,000 91

SRR1028 Coaxial 2-way 100 mm ● ● 120 30 120 0.70 1.5 45~30,000 90

SRH206 Balanced drive tweeter 25mm ● 200 40 2,500~30,000 90

 SRR6946
15 × 23 CM [6″× 9″]  
MULTIAXIAL 4-WAY

 SRR1646
16 CM [6 1/2″]  
MULTIAXIAL 4-WAY

 SRR2036
20 CM [8″] MULTIAXIAL 3-WAY

 SRR1736
16.5 CM [6 1/2″] MULTIAXIAL 3-WAY

 SRR6916
15 × 23 CM [6″× 9″] MULTIAXIAL  
3-WAY

 SRR1726
16.5 CM [6 1/2″] COAXIAL 2-WAY

 SRR1636
ʾ˃ CM ǀ˃ ʾƯʿ͵ǁ  
MULTIAXIAL 3-WAY

 SRR1336
ʾˀ CM ǀ˂ ʾƯˁ͵ǁ  
MULTIAXIAL 3-WAY

 SRR1616
ʾ˃ CM ǀ˃ ʾƯʿ͵ǁ  
COAXIAL 2-WAY

 SRR1326
13 CM [5 1/4″]  
COAXIAL 2-WAY

 SRR1028
10 CM [4″] 
COAXIAL 2-WAY

 SRH206
ʿƖ˂ CM ǀʾ͵ǁ BALANCED  
DRIVE TWEETER
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