**4 IDENTIFICATION OF PARTS**

**Installation selector levers**
- Push the selector knobs.

**Eject button**
- Press the eject button located on the remote control.

**Flip down door**
- Use the flip down door when loading or unloading the magazine.

**CeNET terminal for input and output (15-pin)**
- Connect the CeNET terminal.

**Digital optical fiber cable**
- Connect the optical fiber cable to the source unit.

**Address switch**
- When connecting an address switch to the MD changer (MD changer), set the selector lever on the unit to the correct position. Make sure not to move the address switch nut as this is a locking nut.

**How to change the address switch**
- Disconnect the unit’s power cord before changing the address switch.

**Address switch settings**
- **Example 1**
  - The CD magazine input must be less than 60.0 ft (18.3 m).

**Example 2**
- Do not use the address switch.

**5 DIGITAL OPTICAL FIBER CABLE**

**6 SYSTEM EXAMPLE**

**Installation Procedure**
1. Use the double-sided adhesive tape to fix the installation bracket to the unit (both sides) in the desired desired direction.
2. Use the wing nuts to hold in place the installation bracket, which is attached to the unit. Then affine the subwoofer.
3. Remove the floor carpet and decide on the place to install. Adjust the installation bracket with bolts to suit the place of installation.
4. Remove the separation of the caution rubber that is attached to the installation bracket and bolt to suit the place of installation.
5. Unfasten the wing nut and remove the unit.
6. Return the floor carpet to its original place. Use a hole to take into the cabinet where the unit play. Use an all-hard to protect from the carpet.
7. Align the unit with the screws and surround it with the wing nuts.

**7 INSTALLATION OF CONNECTORS**

**Prior to Installation**
- Before starting installation, make sure that you must first remove the rubber safety plug (pin) of the MD changer. Since these plugs only specify that the hole of the installation selector lever to switch to the position you can use.

**Installation on the unit**
- Insert the wire into the unit and connect the wires as shown above. Follow the wire connection to the malaga.

**Rear wiring**
- Before connecting the wires, turn off the power source to prevent damage to the device.

**Installation**
- Insert the wire and replace the wire when the wiring is complete.

**Wire connections**
- The wire cannot be connected while the unit is in the battery position.

**8 INSTALLATION**

**Installation Procedure**
1. Use the double-sided adhesive tape to fix the installation bracket to the unit (both sides) in the desired desired direction.
2. Use the wing nuts to hold in place the installation bracket, which is attached to the unit. Then affine the subwoofer.
3. Remove the floor carpet and decide on the place to install. Adjust the installation bracket with bolts to suit the place of installation.
4. Remove the separation of the caution rubber that is attached to the installation bracket and bolt to suit the place of installation.
5. Unfasten the wing nut and remove the unit.
6. Return the floor carpet to its original place. Use a hole to take into the cabinet where the unit play. Use an all-hard to protect from the carpet.
7. Align the unit with the screws and surround it with the wing nuts.

**9 TROUBLESHOOTING**

**Symptom Remedy**
- **Disc jammed in the magazine**
  - Eject the disc by following the Eject button.

**Caution**
- **Weatherproof installation**
  - The installation selector levers are the same position on both sides.

**Current Consumption**
- **DCR**
  - 12V GROUND

**Model**
- **DCR**
  - 12V GROUND

**10 SPECIFICATIONS**

**Frequency Response**
- **CDR**
  - (65Hz ~ 20kHz) ±1dB

**Specifications**
- **DCR**
  - (12V) ±1dB

**DCR**
- **12V GROUND

Clarion Co., Ltd.
Printed in China:06/10/2/20
P-84205 280 77119-00
English