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• J1939 CAN Bus compatibility allows for control via 
your boats multi-function display • 4.3” optically 
bonded color LCD • SiriusXM-Ready • Video input/
output • Rear vision camera composite video input  
• Marine Dual Zone for independent source 
selection and independent volume control for 
each zone • Source Volume Control (SVC) to 
adjust the volume level for each source

• Multi-Angle Adjustable • Global 
AM/FM/Weather Band • Built-In 
Bluetooth •for Audio Streaming  
• 6-channel, 2V RCA Output  
• USB 1.1A (Flash Drive, 
smartphone) • RCA AUX Input  
• Marine Wired Remote 
Compatible (MW1/MW2/MW4)

•  Suction or Screw-In 
Mounting 

BKU001
Pedestal Mount 
for the CMS2

New

Compact System with Watertight Ruggedness

FEATURES FEATURES

WATERTIGHT J1939 MARINE  
USB/BLUETOOTH/WEATHER BAND RECEIVER

M704
New

Marine Audio Systems

Make Your Music Seaworthy

• J1939 CAN Bus compatibility allows for  
  control via your boat’s multi-function display  
• 3.5” Optically Bonded Color LCD
• Stainless Steel Chassis

MARINE BLACK BOX WITH 4.3” COLOR LCD WATERTIGHT 
CONTROLLER WITH J1939 COMPATIBILITY  

CMS5

Engineered with Multiple Source  
Compatibility & Maximum Durability

Salt water is a marine source unit’s worst enemy. But, don’t worry, 
the M704 is IP66 tested and certified to provide you the best in 
water intrusion and salt water protection in its class. You can enjoy 
listening to a variety of sources including your Smartphone. Marine 
Dual Zone  even lets two areas in your vessel enjoy two different 
sources. And, with the large icon-based user interface, operation is 
a breeze.

Seamlessly Supports all Your  
Media Preferences 

Just connect your smartphone using 
the 1.1 Amp USB pigtail for music 
playback from the CMS2.

Get all the information you need at a glance. The 3-line dot 
matrix LCD display makes it easy to navigate through your 
radio or satellite radio presets, smart device content lists, or 
USB music folders.

Easy-to-See 3-Line Dot Matrix LCD

(Optional 
 RCX001)

Seamlessly Supports all Your  
Media Preferences 

CMD8 supports digital media of all kinds — CD, MP3 and WMA digital 
audio files on disc or USB memory, as well as playback of music 
stored on your iPod® or iPhone® complete with genre/album/song title 
search. Keep using the iPod interface that you’re so familiar with, and 
enjoy great sound through your boat’s audio system. ID3-TAG display 
is also supported so you’ll be able to see the title information of music 
files being played back. Your music doesn’t stop at shore, it’s only just 
beginning.

Watertight Marine CD/USB Receiver

Engineered to Withstand Salt Water Stainless Steel Chassis for Durability  
Behind the Scenes

Hideaway Source Unit  
for Installation Flexibility

Clarion’s CMS5 is a source unit and a media hub, all rolled into one “black box”. The 
essentials including AM/FM/Weather Band Radio are built in and, with a wide variety of 
connections including USB, you can easily build a system that can be customized to your 
exact needs.

DIGITAL MEDIA RECEIVER WITH 
WATERTIGHT COMMANDER

CMS2
WATERTIGHT MARINE CD/USB RECEIVER

CMD8

• 2V/4ch RCA output
• SiriusXM-ReadyTM

• Pandora® internet radio

CD

AndroidTM 
Phone  
Ready

Built-in 
 Bluetooth®

SiriusXM- 
 Ready

Pandora 
internet 

radio
Audio

Format USB Equalizer 
MAGNA 

BASS EX
Parametric 

EQ
Marine

Dual Zone AUX Input
RCA

Output Audio Output

Stainless 
Steel

Chassis

Wired
Remote
Ready

M704 — *1  *3 MP3/WMA Dual Rear 7-Band — — Rear × 2 4V/6ch 50W × 4

CMD8 — — *1 *2 MP3/WMA Rear Beat EQ — Rear 2V/4ch 45W × 4 —

Android  
Phone  
Ready

Built-in
Bluetooth

SiriusXM- 
 Ready

Pandora  
internet radio MP3/WMA USB Equalizer

Marine
Dual Zone AUX Input

RCA
Output

Rotary
Volume Audio Output

Water 
Resistant

Wired Remote
Ready

CMS5 *1 Dual USB 7-Band Dual 4V/6ch 50W × 4 IP66 (Black Box)
IP67 (Controller)

CMS2 *1 — Pigtail — — Pigtail 2V/6ch — 50W × 4 IPX5 (Black Box)
IPX6 (Controller)

* For details please visit the Clarion website. *1 SiriusXM-Connect Vehicle Tuner  
*2 iPhone only, *3 Android Phone and iPhone

 *1 SiriusXM-Connect Vehicle Tuner 

Watertight Flip-down Face reveals loading 
slot for CD playback.

Power Output:  
    20W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)

Make Waves Any Way You Want

Power Output:  
    18W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)

Power Output:  
    19W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    93dB (Ref; 1W into 4Ω)



MARINE BLUETOOTH 
DIGITAL MEDIA RECEIVER

M502

XC1410

Marine  Systems
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Compact Size

Maximum 
Power Output 4-Ohm 2-Ohm 4-Ohm 

Bridged
Number of 
Channels

Dimensions  
(W″ × L″ × H″) CEA 2006 Power Ratings

XC6610 1000W 85W × 6 125W × 6 250W × 3 6/5/4/3 11-3/8 × 6-7/8 ×
2-3/16

125W × 6 RMS [2Ω @ ≤ 14.4V 1% THD+N]
85W × 6 RMS [4Ω @ ≤ 14.4V 1% THD+N]

S/N 80dB (Ref: 1W into 4Ω)

XC6410 600W 85W × 4 125W × 4 250W × 2 4/3/2 8-3/4 × 6-7/8 × 
2-3/16

125W × 4 RMS [2Ω @ ≤ 14.4V 1% THD+N]
85W × 4 RMS [4Ω @ ≤ 14.4V 1% THD+N]

S/N 80dB (Ref: 1W into 4Ω)

XC6210 350W 85W × 2 125W × 2 250W × 1 2/1 6-3/8 × 6-7/8 × 
2-3/16

125W × 2 RMS [2Ω @ ≤ 14.4V 1% THD+N]
85W × 2 RMS [4Ω @ ≤ 14.4V 1% THD+N]

S/N 80dB (Ref: 1W into 4Ω)

XC1410 300W 50W × 4 75W × 4 — 4 7-1/8 × 2-3/4 ×
1-3/8

75W × 4 RMS [2Ω @ ≤ 14.4V 1% THD+N]
50W × 4 RMS [4Ω @ ≤ 14.4V 1% THD+N]

S/N 80dB (Ref: 1W into 4Ω)

Feature 
Comparison

Marine Amplifiers

Marine Speakers and Subwoofer

 SERIES

Size Maximum  
Power Handling Type CEA-2031 Speaker Rating

CMG2512W 10” 350W Water-Resistant Subwoofer RMS Power: 150 Watts
Impedance: 4 Ohms

CMG1622S 6-1/2” 120W Water-Resistant  
2-Way Component System

RMS Power: 60 Watts
Impedance: 4 Ohms

CMG1722R 7” 100W Water-Resistant 2-Way Coaxial RMS Power: 50 Watts
Impedance: 4 Ohms

CMG1622R 6-1/2” 100W Water-Resistant 2-Way Coaxial RMS Power: 50 Watts
Impedance: 4 Ohms

Size Maximum  
Power Handling Type CEA-2031 Speaker Rating

CMQ2512W 10” 400W Water-Resistant Subwoofer RMS Power: 180 Watts
Impedance: 4 Ohms

CMQ6922R 6” × 9” 160W Water-Resistant 2-Way Coaxial RMS Power: 80 Watts
Impedance: 4 Ohms

CMQ1622R 6-1/2” 120W Water-Resistant 2-Way Coaxial RMS Power: 60 Watts
Impedance: 4 Ohms

CMQ1322R 5-1/4” 100W Water-Resistant 2-Way Coaxial RMS Power: 50 Watts
Impedance: 4 Ohms

High Performance Marine Speakers and Subwoofer

Feature 
Comparison

 SERIES

 SERIES

CLASS D AMPLIFIERS

CMQ1322R

CMQ2512W

CMG2512W

New

Ride The Waves With Endless Entertainment 

• Built-in Parrot Bluetooth® module for Hands-free Calling &   
  Stereo Audio Streaming • Pandora® internet radio Capability  
• Rear USB Pigtail with iPod and iPhone Direct Connectivity  
• Large rotary volume knob

7-Way Rotary Multi-Function Encoder with Built-in Parrot Bluetooth  
& Pandora internet radio Interface

• Bluetooth Stereo Audio Streaming and Hands-free Calling  
• Rear USB Port with iPod and iPhone Audio Direct Connect

Power Output:  
    20W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
   88dB (Ref; 1W into 4Ω)

(Optional 
RCX001)

(Optional 
RCB176)

MARINE CD/USB/ 
BLUETOOTH RECEIVER

M303

 iPod & iPhone 
Control

Built-in
Bluetooth

SiriusXM- 
 Ready

Pandora  
internet radio MP3/WMA USB Z-Enhancer Plus Equalizer

MAGNA 
BASS EX

Parametric 
EQ AUX Input

RCA
Output

Rotary
Volume Audio Output

Wired Remote
Ready

M502 Parrot  *1  *2 Rear — Beat EQ Rear 2V/4ch 7-Way 45W × 4

M303 Parrot  *1 *2 Rear — Beat EQ Rear 2V/4ch 45W × 4

M109 — — — — — — Front 3.5mm 2V/2ch 50W × 4 —

FEATURES

* For details please visit the Clarion website.  *1 SiriusXM-Connect Vehicle Tuner *2 iPhone only

Using your iPod® or iPhone® on your boat just got 
more convenient. Control of USB-connected iPod or 
iPhone via optional compatible Clarion wired remote, 
is convenient, easy and fun!

Superior iPod & iPhone Connectivity

The large volume control knob operates much like 
an iPod wheel. Combined with the ergonomically 
symmetrical design of the unit, it provides comfortable 
and intuitive access to a variety of functions even 
while driving — just push, tilt and turn. Fine details 
can be set with ease using the provided 20 key 
remote control.

MARINE CD RECEIVER WITH 
DETACHABLE PANEL

M109

Power Output:  
    18W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    83dB (Ref; 1W into 4Ω)

Power Output:  
    18W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    95dB (Ref; 1W into 4Ω)

MW4
Watertight 2.8” Optically 
Bonded Color LCD 
Marine Wired Remote Control 

MF1
RF Wireless Remote Control
for M704, CMS5, CMS2, CMD8, CMD7, CMD6, 
CMV1, CMS1, M303, M502 and M309
Also compatible with Clarion car source units that 
are OEM Steering Wheel Remote Control Ready 

for M704, CMS5, CMS2, CMD8, 
CMD7, CMD6, CMV1, CMS1, M303, 
M502 and M309

CCAUSBAV
3.5mm/USB
Audio/Video
Extension cable

MWRXCRET
25ft Marine Remote 
Extension Cable 

MWRYCRET
Remote Y-Cable 

MW1  
2-Line LCD 
Display Marine 
Remote
* 3” Hole Cut  
  out is required.

MW2  
Marine Remote
* 2-1/8” Hole Cut 
  out is required.

O P T I O N A L  A C C E S S O R I E S 

CMQ6922R CMQ1622R

Feature 
Comparison

XC6610 XC6410 XC6210

Marine Audio Systems

CMG1622S CMG1722R CMG1622R

• AM/FM/CD/MP3/WMA
• Front 3.5mm AUX Input
• Detachable Control Panel

7-way Rotary Volume Control  
& 20 Key Remote

System Control from Anywhere Onboard

New




